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REQUIRED

ASSEMBLY INSTRUCTION

COMPUTER TABLE

Thanks for purchasing one of our products, please read carefully the assembly instructions before 
the installation (Attention: Do not tighten the screws before all screws are in place).

English

A01 200902

General Care:

-Keep your furniture out direct sunlight-Use desk pads and coasters to protect
 the surface from dents,scratches,and moisture from hot or cold liquids. 

Cleaning:

-For cleaning, wipe the surface with a damp (not wet) cloth or wipe dry with a clean
 lint free cotton cloth.
-Window cleaning liquid or a similar cleaning liquid can be used to clean glass surface.
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SCREWS  LIST
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C

PART QTY. ITEM PART QTY. ITEM
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6X15 MM

6X40 MM

6X20 MM

6X50 MM

3X15 MM

4X35 MM

Φ15 MM

8X30 MM

5X40 MM

CT-3603

A1.  A2.  A3. A4.

6X40MM BOLT INSTALLATION AS BELOW:

Connecting  piece

Bolt

Rotate connecting piece if found
in position illustrated above

Correct orientation to 
receive bolts

1 M 4
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ASSEMBLY STEPS:
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8X30 MMI

move the lock lever on the inner rail as shown and separate the 

outer rail (21a) and inner rail (21b) from the 2 file drawer slides (21)
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Repeat steps 10 to 11 to
install the other drawer
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8X30 MMIRepeat steps 14 to 15 to
install the other drawer
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14
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Inner silver ball 
bearing slide

Ensure the ball bearing glider 
is positioned at the front 
against the plastic end stop

1st 2nd

STOP

Keeping both runner slides fully 
extended, align the drawer 
runners and then slide drawer all 
the way into the closed position 
applying a little force if required.
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